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Derivación

d - d1
(mm)

Código GP SP PN
(bar)

L1
(mm)

d2
(mm)

L2
(mm)

40 - 20 4302904090022 350 50 25 20,0 22,0 7,0
40 - 25 4302904090122 300 50 25 27,0 22,0 7,0
50 - 20 4302905090022 350 50 25 20,0 22,0 8,0
50 - 25 4302905090122 300 50 25 27,0 22,0 8,0
63 - 20 4302906390022 350 50 25 20,0 22,0 10,0
63 - 25 4302906390122 300 50 25 27,0 22,0 10,0
63 - 32 4302906390222 150 25 25 30,0 32,0 10,0
75 - 20 4302907590022 350 50 25 20,0 22,0 10,0
75 - 25 4302907590122 300 50 25 27,0 22,0 10,0
75 - 32 4302907590222 200 25 25 30,0 32,0 10,0
75 - 40 4302907590322 125 25 25 30,0 32,0 15,0
90 - 20 4302909090022 350 50 25 20,0 22,0 15,0
90 - 25 4302909090122 300 50 25 27,0 22,0 15,0
90 - 32 4302909090222 200 25 25 30,0 32,0 15,0
90 - 40 4302909090322 125 25 25 30,0 32,0 15,0

110 - 20 4302911090022 350 50 25 20,0 22,0 15,0
110 - 25 4302911090122 300 50 25 27,0 22,0 15,0
110 - 32 4302911090222 200 50 25 30,0 32,0 15,0
110 - 40 4302911090322 125 25 25 30,0 32,0 15,0
110 - 50 4302911090422 50 25 25 39,0 50,0 15,0
125 - 20 4302912590022 350 50 25 27,0 22,0 15,0
125 - 25 4302912590122 300 50 25 30,0 22,0 15,0
125 - 32 4302912590222 200 50 25 30,0 32,0 15,0
125 - 40 4302912590322 125 25 25 30,0 32,0 15,0
125 - 63 4302912590422 30 10 25 45,0 63,0 17,0

Los datos técnicos no son vinculantes. No constituyen expresamente características o propiedades garantizadas. Son susceptibles de

modificación. En caso de duda se aplican nuestras Condiciones Generales de Venta
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