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Garden valve antifrost gunmetal chromium-plated

• Temperature: max. 90°C
• Material: gunmetal, brass, EPDM
• Consisting of: integrated aerator, back flow preventer, operating handle 

DN
(mm)

GN
(inch)

Size
(inch)

d R
(inch)

JRG
Code

GF
Code

Weight
(kg)

15 1∕2 1∕2 1∕2 7045.240 355 640 005 2.230
15 1∕2 1∕2 1∕2 7045.241 355 640 014 2.300
20 3∕4 3∕4 3∕4 7045.320 355 640 013 2.300

d1 G
(inch)

d2
(mm)

d3 G
(inch)

d4
(mm)

d5
(mm)

h1
(mm)

l1
(mm)

l2
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l3
(mm)

l4
(mm)

l5
(mm)

l6
(mm)

⎔1 ⎔2

3∕4 80 3∕4 5.3 48 56 185 - 450 150 - 415 132 35 65 60 30 41
3∕4 80 3∕4 5.3 48 56 305 - 570 270 - 535 132 35 65 60 30 41
1 80 3∕4 5.3 48 71 193 - 458 150 - 415 132 43 68 60 30 41

⎔3
19
19
19

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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